
CHAIN KIT CONTENTS (NUMBERS CORRELATE WITH IMAGE BELOW):             
#1   24-TOOTH TRANSMISSION SPROCKET
#2  51-TOOTH SPROCKET
#3  DUAL BOLT PATTERN SPROCKET SPACER
#4  7⁄16”-14 x 1 1⁄2” GRADE-8 SOCKET HEAD CAP SCREW (QTY. 5)
#5  7⁄16”-14 x 1 1⁄4” GRADE-8 HEX BOLT (QTY. 5)
#6  7⁄16” GRADE-8 LOCKWASHER (QTY. 5)

PN: 217454 
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Chain Conversion Kit 
for 2006-2017 FXD, 2007-2017 FLST, FXST

FOR AMERICAN V-TWIN MOTORCYCLES
FITS LIKE IT SHOULD SINCE 1982 TWINPOWER-USA.COM1

530 x 120 CHAIN MUST BE SUPPLIED BY USER AND CUT TO FIT.  
TWIN POWER 435236 IS RECOMMENDED, BUT NOT INCLUDED.



Transmission Sprocket

REFER TO YOUR SERVICE MANUAL FOR 
REMOVING AND INSTALLING PRIMARY 
CHAIN CASE.

1. Remove two lock screws and lockplate.

2. Remove mainshaft nut using, H-D®-47910 or  
 other suitable tool.

3. Remove pulley.

1.  Install new Sprocket.
2. Apply red high strength threadlocker to the  
    threads of the sprocket
     nut. Never get oil on the threads of the                 
    sprocket nut or the integrity of the 
    threadlocker can be compromised.
3. Apply a thin film of clean engine oil to the mating  
    surfaces of the sprocket.
4. The transmission sprocket nut has right-hand  
    threads. Turn the nut clockwise to install.
5. Tighten sprocket nut to 100 ft.-lbs. torque.
    The lockplate has four screw holes and can be
    installed either side out. If the screw holes           
 cannot be properly aligned, tighten the nut      
     slightly to align. Never loosen nut to align the  
     screw holes. Please refer to factory service  
     manual for exact procedure. 
6. Install lockplate over transmission sprocket nut  
    with two lockplate holes aligned with tapped  
    holes in sprocket.
     NOTE: It may be necessary to clearance the   
     lockplate to sit flush by slightly grinding 
     the corners.
7. Apply red high strength threadlocker to lock
  plate screws and tighten to 120 in.-lbs.

NOTE: Check clearance 
on all four points
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NOTE:  Nut has right hand threads.



REAR SPROCKET

1. Remove wheel and make note of where the axle  
 spacers are as they need to be installed in the  
 same position.

2. Install Sprocket Spacer (#3) on wheel with the  
 five socket head screws (#4) apply red high   
 strength threadlocker and tourque to 65 ft.-lbs.

3. Install rear sprocket (#2) onto sprocket spacer  
 (#3) with 7/16” -14x1-1/4” hex bolts (#5) and  
 7/16” lockwasher (#6)
4. Apply high strength threadlocker to hex bolts
 and torque to 59 ft.-lbs.

5. Reinstall wheel with axle spacers in same 
 position as they were removed.

6. Cut chain to correct length, install and adjust  
 before torqueing axle
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NOTE: Refer to your factory service manual for 
the proper axle and wheel removal procedure for 
your particular model.

NOTE: Refer to your factory service manual for 
proper wheel installation procedure and axle 
torque.


